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Security Line up Chart

LG Ipsolute refers to the route that provides solutions alongside IP products as the integrated brand 
of LG security network products. LG Ipsolute IP camera and server can easily connect to the Internet, 
use diverse compression methods, and transmit HD images (up to 3 megapixels) at low beat ratio 
without loss. In addition, the network security system is implemented by the basic web viewer, mobile 
applications, and video management suite enabling remote control and monitoring.

IP Box Camera _ 05

IP Dome Camera _ 06

IP PTZ Dome Camera _ 07

Video Server _ 09

vms _ 10

Co  n t e n t s

Reach your goal with the
LG perfect security system
The 2012 new security solution of LG Electronics is comprised of a conveniently reliable 

and sophisticated IP monitoring camera, hybrid DVR, and XDI-V chip-embedded, high-

performance analogue camera. The solution thus guarantees the business success of 

customers. The LG security solution faithfully promises customers with excellent product 

performance and durability, efficient system designs by environment, and thorough follow-up 

customer support.



05 06

Features

• 6.08 mm (1/3 type) CMOS 
• 30 fps @ 1,280 x 1,024  
• Min. Illumination 
   - Color : 0.3 Lux @ F1.2 
   - B/W : 0.005 Lux @ F1.2  
• H.264 (High Profile Supported) / MJPEG 
• 80dB of Wide Dynamic Detection 
• ICR Day & Night   • 2D + 3D DNR 
• Dynamic Profile (Up to 7) 
• Region Of Interest Streaming 
• Video Analytics Embedded
• LG Ipsolute VMS, Mobile App 
• Micro SD Slot   • Alarm In / Out 
• Audio In / Out   • PoE / DC12V 
• 68.4(W) x 61.5(H) x 131.5(D) mm 
• 365 g

LNB5100
| IP Box Camera |

1.3 Megapixel IP Box Camera

Features

• 6.49 mm(1/2.8 Type) CMOS 
• Frame Rate :  
   - 20fps @ 2,040 x 1,536, 1,280 x 1,024 
   - 30fps @ 1,920 x 1,080, 1280 x 720 
• Min. Illumination 
   - Color : 0.4 Lux @ F1.2 
   - B/W : 0.005 Lux @ F1.2  
• H.264, MJPEG   • Dual Streaming 
• Video Analytics Embedded (LW355) 
• Wide Dynamic Range  • ICR Day & Night 
• Auto Back Focus 
• LG Ipsolute VMS, Mobile App 
• Micro SD Slot   • Alarm In / Out 
• Audio In / Out   • PoE, DC 12V 
• 57.2(W) x 68(H) x 149(D) mm 
• 508 g

LW352 /
LW355

| IP Box Camera |

3 Megapixel IP Box Camera

Features

• 6.08 mm (1/3 type) CMOS 
• 30 fps @ 1,280 x 1,024  
• Min. Illumination 
   - Color : 0.3 Lux @ F1.2 
   - B/W : 0.3 Lux @ F1.2  
• H.264 (High Profile Supported) / MJPEG 
• 80dB of Wide Dynamic Detection 
• Digital Day & Night 
• 2D + 3D DNR 
• Dynamic Profile (Up to 7) 
• Region Of Interest Streaming 
• LG Ipsolute VMS, Mobile App 
• Micro SD Slot 
• PoE / DC12V 
• 68.4(W) x 61.5(H) x 131.5(D) mm 
• 357 g 

LNB3100
| IP Box Camera |

1.3 Megapixel IP Box Camera

Features

• 6.49 mm(1/2.8 Type) CMOS 
• 30fps @ 1,920 x 1,080 
• Min. Illumination 
   - Color : 0.5 Lux @ F1.2 
   - B/W : 0.005 Lux @ F1.2  
• H.264, MJPEG    • Dual Streaming 
• Video Analytics Embedded (LW345) 
• Wide Dynamic Range   
• ICR Day & Night 
• Auto Back Focus 
• LG Ipsolute VMS, Mobile App 
• Micro SD Slot   • Alarm In / Out 
• Audio In / Out   • PoE, DC 12V 
• 57.2(W) x 68(H) x 149(D) mm 
• 508 g

LW342 / 
LW345

| IP Box Camera |

2 Megapixel IP Box Camera

Features

• 6.08 mm (1/3 type) CMOS 
• 2.8 ~ 10 mm  Vari-focal Lens, F1.2 
• 30 fps @ 1,280 x 1,024  
• Min. Illumination 
   - Color : 0.3 Lux @ F1.2 
   - B/W : 0.005 Lux @ F1.2  
• H.264 (High Profile Supported) / MJPEG 
• 80dB of Wide Dynamic Detection 
• ICR Day & Night   • 2D + 3D DNR 
• Dynamic Profile (Up to 7) 
• Region Of Interest Streaming 
• Video Analytics Embedded
• LG Ipsolute VMS, Mobile App 
• Micro SD Slot   • Alarm In / Out 
• Audio In / Out   • PoE / DC12V 
• Ø140 x 120 mm   • 610 g

LND5100
| IP Dome Camera |

1.3 Megapixel IP Plastic Dome Camera

Features

• 6.08 mm (1/3 type) CMOS 
• 2.8 ~ 10 mm Vari-focal Lens, F1.2 
• 30 fps @ 1,280 x 1,024  
• Min. Illumination 
   - Color : 0.3 Lux @ F1.2 
   - B/W : 0.005 Lux @ F1.2  
• H.264 (High Profile Supported) / MJPEG 
• 80dB of Wide Dynamic Detection 
• ICR Day & Night   • 2D + 3D DNR 
• Dynamic Profile (Up to 7) 
• Region Of Interest Streaming 
• Video Analytics Embedded
• LG Ipsolute VMS, Mobile App 
• Micro SD Slot   • Alarm In / Out 
• Audio In / Out   • Vandal Proof 
• PoE / DC12V   • Ø140 x 122 mm

LNV5100
| IP Dome Camera |

1.3 Megapixel IP Vandal Dome Camera

LND3100
LW6424 /
LW6454

| IP Dome Camera |

| IP Dome Camera |

1.3 Megapixel IP Plastic Dome Camera 2 Megapixel IP Vandal Dome Camera

Features

• 6.08 mm (1/3 type) CMOS 
• 3 mm Fixed Lens, F2.0 
• 30 fps @ 1,280 x 1,024  
• Min. Illumination 
   - Color : 0.7 Lux @ F2.0 
   - B/W : 0.7 Lux @ F2.0  
• H.264 (High Profile Supported) / MJPEG 
• 80dB of Wide Dynamic Detection 
• 2D + 3D DNR   • Digital Day&Night 
• Dynamic Profile (Up to 7) 
• Region Of Interest Streaming 
• LG Ipsolute VMS, Mobile App 
• Micro SD Slot   • PoE / DC12V 
• Ø140 x 110 mm
• 506 g

Features

• 6.49 mm(1/2.8 Type) CMOS 
• 3 ~ 9 mm Vari-focal Lens, F1.4 
• 30 fps @ 1,920 x 1,072 
• H.264, MJPEG  
• Dual Streaming 
• Video Analytics Embedded (LW6454) 
• Wide Dynamic Range 
• ICR Day & Night 
• LG Ipsolute VMS, Mobile App 
• Alarm In / Out 
• Audio In / Out 
• Vandal Proof / IP66 
• PoE / DC12V 
• Ø200 x 141 mm 
• 1.4 kg
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LW9424
| IP PTZ Dome Camera |

2 Megapixel, x20 IP PTZ Dome Camera

Features

• 6.08mm (1/3 Type) CMOS 
• x20 Zoom, F1.6-3.5, f = 4.7 to 94.0 mm  
• 30 fps @ 1,920 x 1,080  
• Min. Illumination 
   - Color : 0.5 Lux @ Sens-up Auto 
   - B/W : 0.0005 Lux @ Snes-up Auto 
• H.264, MJPEG    • Dual Streaming  
• Panning Range & Speed : 0˚~360˚, Max. 360˚/Sec 
• Wide Dynamic Range   • ICR Day & Night 
• Vandal Proof / IP66 
• LG Ipsolute VMS, Mobile App 
• DC 12V / AC 24V 
• Ø195 x 229 mm 
• 2.9 kg

Features

• 4.5 mm (1/4 Type) CCD 
• x37 Zoom, F1.5-F4.1, f=3.5-129.5 mm 
• 704 x 480 / 704 x 576 (NTSC/PAL) 
• Min. Illumination 
   - Color : 0.003 Lux @ Sens-up 
   - B/W : 0.00001 Lux @ Sens-up x128  
• Panning Range & Speed : 0˚~360 ,̊ Max 500˚/Sec 
• Tilting Range & Speed : 0˚~180 ,̊ Max 500˚/Sec 
• Frame Rate  
   - 30 fps @ 4CIF + 30 fps @ CIF (NTSC) 
   - 25 fps @ 4CIF + 25 fps @ CIF (PAL) 
• Wide Dynamic Range   • ICR Day & Night 
• Vandal Proof / IP66    • Auto Tracking  
• LG Ipsolute VMS, Mobile App    • AC 24V 
• Ø 234.6 x 269.9 mm   
• 4.17 kg

x37 IP PTZ Dome Camera (Auto Tracking)

LNP3700T
| IP PTZ Dome Camera |

Features

• 4.58 mm (1/4 Type) CMOS 
• x28 Zoom, F1.5-F3.7, f=3.5-98 mm 
• 30 fps@ 1,280 x 720 
• Min. Illumination 
   - Color : 0.8 Lux @ Sens-up off 
   - B/W : 0.01 Lux @ Sens-up off 
• Panning Range & Speed : 0˚~360 ,̊ Max 500˚/Sec 
• Tilting Range & Speed : 0˚~180 ,̊ Max 500˚/Sec 
• Wide Dynamic Range 
• ICR Day & Night 
• Vandal Proof / IP66  
• LG Ipsolute VMS, Mobile App 
• PoE+ / AC 24V 
• Ø195 x 229 mm 
• 3.3 kg

720p, x28 IP PTZ Dome Camera

LNP2810
| IP PTZ Dome Camera |

Features

• 4.58 mm (1/4 Type) CMOS 
• x28 Zoom, F1.5-F3.7, f=3.5-98 mm 
• 30 fps@ 1,280 x 720 
• Min. Illumination 
   - Color : 0.8 Lux @ Sens-up off 
   - B/W : 0.01 Lux @ Sens-up off 
• Panning Range & Speed : 0˚~360 ,̊ Max 500˚/Sec 
• Tilting Range & Speed : 0˚~180 ,̊ Max 500˚/Sec 
• Wide Dynamic Range 
• ICR Day & Night 
• Auto Tracking  
• Vandal Proof / IP66  
• LG Ipsolute VMS, Mobile App 
• PoE+ / AC 24V 
• Ø195 x 229 mm

720p, x28 IP PTZ Camera (Auto Tracking)

LNP2810T
| IP PTZ Dome Camera |

Features

• 4.5 mm (1/4 Type) CCD 
• x28 Zoom, F1.5-F3.0, f=3.5-98 mm 
• 704 x 480 / 704 x 576 (NTSC/PAL) 
• Min. Illumination 
   - Color : 0.003 Lux @ Sens-up 
   - B/W : 0.00001 Lux @ Sens-up x128  
• Panning Range & Speed : 0˚~360 ,̊ Max 500˚/Sec 
• Tilting Range & Speed : 0˚~180 ,̊ Max 500˚/Sec 
• Frame Rate  
   - 30 fps @ 4CIF + 30 fps @ CIF (NTSC) 
   - 25 fps @ 4CIF + 25 fps @ CIF (PAL) 
• Wide Dynamic Range 
• ICR Day & Night  • Vandal Proof / IP66  
• LG Ipsolute VMS, Mobile App   • AC 24V 
• Ø 234.6 x 269.9 mm 
• 4.17 kg

LNP2800
| IP PTZ Dome Camera |

x28 IP PTZ Dome Camera 

Features

• 4.5 mm (1/4 Type) CCD 
• x28 Zoom, F1.5-F3.0, f=3.5-98 mm 
• 704 x 480 / 704 x 576 (NTSC/PAL) 
• Min. Illumination 
   - Color : 0.003 Lux @ Sens-up 
   - B/W : 0.00001 Lux @ Sens-up x128  
• Panning Range & Speed : 0˚~360 ,̊ Max 500˚/Sec 
• Tilting Range & Speed : 0˚~180 ,̊ Max 500˚/Sec 
• Frame Rate  
   - 30 fps @ 4CIF + 30 fps @ CIF (NTSC) 
   - 25 fps @ 4CIF + 25 fps @ CIF (PAL) 
• Wide Dynamic Range   • ICR Day & Night 
• LG Ipsolute VMS, Mobile App   • AC 24V 
• Ø 205.8 x 247.4 mm 
• 2.5 kg 

LNP2800I
| IP PTZ Dome Camera |

x28 IP PTZ Dome Camera (Indoor)

LW9422
| IP PTZ Dome Camera |

2 Megapixel x12 IP PTZ Dome Camera

Features

• 6.49 mm (1/2.8 Type) CMOS 
• x12 Zoom, F1.6-F2.1, f=5.3-63.6 mm 
• 30 fps @ 1,920 x 1,080  
• Min. Illumination :  
   - Color: 1 Lux @ Sens-up off 
   - B/W: 0.1 Lux @ Sens-up off 
• H.264 (High profile supported) / MJPEG    
• Dual Streaming  
• Panning Range & Speed : 0˚~360 ,̊ Max. 500˚/Sec 
• Tilting Range & Speed : 0˚~180 ,̊ Max. 500˚/Sec 
• Wide Dynamic Range   • ICR Day & Night 
• Vandal Proof / IP66 
• LG Ipsolute VMS, Mobile App 
• PoE+ / AC 24V 
• Ø195 x 229 mm 
• 3.3 kg
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Features

• �Device Finder 
• �Device (IP Camera & DVR) Remote Setup 
• �Real-Time Recording Server Monitoring 
• �Recording Calculator 
• �Real-Time Streaming Server Monitoring 
• �Multiple Device Firmware Update 
• �256 Channels Live Monitoring with Video Buffering 
• �Multiple Playback at the Same Time 
• �Event Thumbnail Search 

• �Instant Playback 
• �Digital Zoom 
• �Camera Pan/Tilt/Zoom Control (Mouse, Joystick Support) 
• �Map Support 
• �AVI File Export 
• �Intelligent Video Analytics Event Detection 
• �Map and Event Live Popup Display 
• �64 channels Recording & Streaming

LVI510

LVM110I
LVM110A
LVM310I

| VMS |

| Mobile Application |

Features

• �Device List Management 
• �Live Video Monitoring 
• �PTZ Control 
• �Recorded Video Search / Playback 
• �Live Event Monitoring 
• �Application Run Protection 

Video Management Suite

Mobile App
for iPhone / Android / iPad

Android iPhone

Features

• �Real-time H.264 and MJPEG Compression	
(Dual-Codec)

• �30/25 fps @ 4CIF (NTSC/PAL) 		
• 1ch. Video Input (CVBS) 
• Dual Output : RJ-45 / CVBS 
• Dynamic / Static / Private IP and DDNS Support
• Video Analytics Embedded 
• PoE, AC 24V / DC 12V 
• 1 Digital Input / 1 Relay Output 
• RS-422 / 485 interface for PTZ

1ch H.264 VCA Embedded Video Server

LVS311
| IP Camera |

Features

• Compact and Friendly Design 
• 30 fps @ 1,280 x 720  
• 2.85 mm Fixed Lens 
• �802.11b/g/n Wireless and 		
10/100 Ethernet Network Connection

• �Easy Installation - 				  
WPS for One Button Click Wireless Setup

• Portable Smart Device – IPhone, Adroid Phone 
• Built-in PIR Motion Sensor and Illumination LED 
• Day and Night Mode   • Micro SD Slot  
• Built-in MIC and Speaker  
• Built-in Sensor In and Out 
• H.264, MJPEG 
• LG Ipsolute VMS, Mobile App 
• 59(W) x 97(H) x 42(D) mm   • 100 g

720p, Wireless HD Network Camera

LW130W
| IP Camera |
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Security Line up Chart

Analog Camera
LG Analogue camera has upgraded with a new XDI-V chip whose excellent technology 
allows the High resolution images to be viewed in diverse environments.

Box Camera _ 012

Dome Camera _ 014

PTZ Dome Camera _ 017

IR Camera _ 019

Zoom Camera _ 021

Co  n t e n t s

Features

• 6 mm (1/3 Type) Super HAD CCD II 
• 520k / 610k Pixels (NTSC / PAL) 
• 650TVL @ Color / 700TVL @ B/W 
• Minimum Illumination :  
   - Color : 0.0001 Lux @ Sens-up x512, F1.2 
   - B/W : 0.00001 Lux @ Sens-up x512, F1.2 
• 2D + 3D DNR 
• WDR 
• ICR Day & Night 
• 14 Privacy Zone Masking 
• Motion Detection (8 Zones) 
• RS-485, Coaxial Communication 
• DC 12V / AC 24V 
• 64(W) x 54(H) x 121.5(D) mm 
• 360 g

LCB5500
| Box Camera |

6mm CCD High Resolution Box Camera
700TVL(B/W), WDR, ICR Day & Night

Features

• 6 mm (1/3 Type) Exview HAD CCD II 
• 520k / 610k Pixels (NTSC / PAL) 
• 650TVL @ Color / 700TVL @ B/W 
• Minimum Illumination :  
   - Color : 0.0001 Lux @ Sens-up x512, F1.2 
   - B/W : 0.000001 Lux @ Sens-up x512, F1.2 
• 2D + 3D DNR 
• Digital Day & Night 
• 14 Privacy Zone Masking 
• Motion Detection (8 Zones) 
• Coaxial Communication 
• DC 12V / AC 24V 
• 64(W) x 54(H) x 121.5(D) mm 
• 354 g

LCB5100
| Box Camera |

6mm CCD High Resolution Box Camera
700TVL(B/W), Digital Day & Night

Features

• 6 mm (1/3 Type) Exview HAD CCD II 
• 520k / 610k Pixels (NTSC / PAL) 
• 650TVL @ Color / 700TVL @ B/W 
• Minimum Illumination :  
   - Color : 0.0001 Lux @ Sens-up x512, F1.2 
   - B/W : 0.000001 Lux @ Sens-up x512, F1.2 
• 2D + 3D DNR 
• ICR Day & Night 
• 14 Privacy Zone Masking 
• Motion Detection (8 Zones) 
• RS-485, Coaxial Communication 
• DC 12V / AC 24V 
• 64(W) x 54(H) x 121.5(D) mm 
• 360 g

LCB5300
| Box Camera |

6mm CCD High Resolution Box Camera
700TVL(B/W), ICR Day & Night

Analog Camera
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Features

• 6 mm (1/3 Type) Super HAD II CCD 
• 520k / 610k Pixels (NTSC / PAL) 
• 650TV Lines 
• Min. Illumination 
   - Color : 0.0003 Lux @ Sens up Auto, F1.2 
   - B/W : 0.00003 Lux @ Sens-up Auto, F1.2  
• 3D-DNR 
• WDR 
• ICR Day & Night 
• 12 Privacy Zones Masking 
• Motion Detection 
• Electronic Image Stabilization (EIS) 
• 4 User Color Modes 
• 67.4(W) x 61.5(V) x 134(D) mm 
• 363.5 g (BN/BP), 442.5 g (CP)

L332
| Box Camera |

6mm CCD High Resolution Box Camera
650TVL, WDR,  ICR Day & Niht

Features

• 6 mm (1/3 Type) Super HAD II CCD 
• 650TV Lines 
• Min. Illumination : 0.1 Lux @ F1.2 
• 2D-DNR 
• Digital Day & Night 
• Privacy Zone Masking 
• Motion Detection 
• 61.5(H) x 67.54(V) x 134(D) mm 
• 305 g

L330
| Box Camera |

6mm CCD High Resolution Box Camera
650TVL, Digital Day & Night

Analog Camera

Features

• 6 mm (1/3 Type) Super HAD CCD II 
• 2.8 ~ 11 mm Vari-focal Lens, F1.2 
• 520k / 610k Pixels (NTSC / PAL) 
• 650TVL @ Color / 700TVL @ B/W 
• Minimum Illumination :  
   - Color : 0.0001 Lux @ Sens-up x512, F1.2 
   - B/W : 0.00001 Lux @ Sens-up x512, F1.2 
• 2D + 3D DNR 
• WDR   • ICR Day & Night 
• 14 Privacy Zone Masking 
• Motion Detection (8 Zones) 
• Coaxial Communication 
• IP66   • DC 12V / AC 24V 
• ø140 x 122(H) mm 
• 710 g

LCV5500
| Dome Camera |

6mm CCD High Resolution Vandal Dome Camera
700TVL(B/W), WDR, ICR Day & Night

Features

• 6 mm (1/3 Type) Exview HAD CCD II 
• 2.8 ~ 11 mm Vari-focal Lens, F1.2 
• 520k / 610k Pixels (NTSC / PAL) 
• 650TVL @ Color / 700TVL @ B/W 
• Minimum Illumination :  
   - Color : 0.0001 Lux @ Sens-up x512, F1.2 
   - B/W : 0.000001 Lux @ Sens-up x512, F1.2 
• 2D + 3D DNR 
• ICR Day & Night 
• 14 Privacy Zone Masking 
• Motion Detection (8 Zones) 
• Coaxial Communication 
• IP66   • DC 12V / AC 24V 
• ø140 x 122(H) mm 
• 710 g

LCV5300
| Dome Camera |

6mm CCD High Resolution Vandal Dome Camera
700TVL(B/W), ICR Day & Night

Features

• 6 mm (1/3 Type) Exview HAD CCD II 
• 2.8 ~ 11 mm Vari-focal Lens, F1.2 
• 520k / 610k Pixels (NTSC / PAL) 
• 650TVL @ Color / 700TVL @ B/W 
• Minimum Illumination :  
   - Color : 0.0001 Lux @ Sens-up x512, F1.2 
   - B/W : 0.000001 Lux @ Sens-up x512, F1.2 
• 2D + 3D DNR 
• Digital Day & Night 
• 14 Privacy Zone Masking 
• Motion Detection (8 Zones) 
• Coaxial Communication 
• IP66   • DC 12V / AC 24V 
• ø140 x 122(H) mm 
• 710 g

LCV5100
| Dome Camera |

6mm CCD High Resolution Vandal Dome Camera
700TVL(B/W), Digital Day & Night
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Analog Camera

LCD5500 LCD5300
| Dome Camera | | Dome Camera |

6mm CCD High Resolution Plastic Dome Camera
700TVL(B/W), WDR, ICR Day & Night

6mm CCD High Resolution Plastic Dome Camera
700TVL(B/W), ICR Day & Night

Features

• 6 mm (1/3 Type) Super HAD CCD II 
• 2.8 ~ 11 mm Vari-focal Lens, F1.2 
• 520k / 610k Pixels (NTSC / PAL) 
• 650TVL @ Color / 700TVL @ B/W 
• Minimum Illumination :  
   - Color : 0.0001 Lux @ Sens-up x512, F1.2 
   - B/W : 0.00001 Lux @ Sens-up x512, F1.2 
• 2D + 3D DNR   • WDR 
• ICR Day & Night 
• 14 Privacy Zone Masking 
• Motion Detection (8 Zones) 
• Coaxial Communication 
• DC 12V / AC 24V 
• ø140 x 96(H) mm 
• 395 g

Features

• 6 mm (1/3 Type) Exview HAD CCD II 
• 2.8 ~ 11 mm Vari-focal Lens, F1.2 
• 520k / 610k Pixels (NTSC / PAL) 
• 650TVL @ Color / 700TVL @ B/W 
• Minimum Illumination :  
   - Color : 0.0001 Lux @ Sens-up x512, F1.2 
   - B/W : 0.000001 Lux @ Sens-up x512, F1.2 
• 2D + 3D DNR 
• ICR Day & Night 
• 14 Privacy Zone Masking 
• Motion Detection (8 Zones) 
• Coaxial Communication 
• DC 12V / AC 24V 
• ø140 x 96(H) mm 
• 395 g

LCD5100
| Dome Camera |

6mm CCD High Resolution Plastic Dome Camera
700TVL(B/W), Digital Day & Night

Features

• 6 mm (1/3 Type) Exview HAD CCD II 
• 2.8 ~ 11 mm Vari-focal Lens, F1.2 
• 520k / 610k Pixels (NTSC / PAL) 
• 650TVL @ Color / 700TVL @ B/W 
• Minimum Illumination :  
   - Color : 0.0001 Lux @ Sens-up x512, F1.2 
   - B/W : 0.000001 Lux @ Sens-up x512, F1.2 
• 2D + 3D DNR 
• Digital Day & Night 
• 14 Privacy Zone Masking 
• Motion Detection (8 Zones) 
• Coaxial Communication 
• DC 12V / AC 24V 
• ø140 x 96(H) mm 
• 395 g

LCD3100
| Dome Camera |

6mm CCD High Resolution Fixed Dome Camera
700TVL(B/W), Digital Day & Night

Features

• 6 mm (1/3 Type) Super HAD II CCD 
• 3.6 mm Fixed Lens 
• 520k / 610k Pixel (NTSC / PAL) 
• 650TVL @ Color / 700TVL @ B/W 
• Minimum Illumination :  
   - Color : 0.0001 Lux @ Sens-up x512 
   - B/W : 0.0001 Lux @ Sens-up x512 
• 2D + 3D DNR 
• Digital Day & Night 
• 14 Privacy Zone Masking 
• Motion Detection (8 Zones) 
• Coaxial Communication 
• DC 12V  
• Ø(90+125) x 85 mm 

L6323
| Dome Camera |

6mm CCD High Resolution Vandal Dome Camera
650 TVL, WDR, ICR Day & Night

Features

• 2.8 ~ 10 mm Vari-focal / 1.3 Mega Lens, F1.2 
• 520k / 610k Pixel(NTSC / PAL) 
• 650TV Lines 
• Min. Illumination : 
   - Color : 0.0003 Lux @ Sens-up Auto, F1.2 
   - B/W : 0.00003 Lux @ Sens-up Auto, F1.2 
• 3D-DNR   • WDR 
• ICR Day & Night   • 12 Privacy Zone Masking 
• Motion Detection  
• Electronic Image Stabilization (EIS) 
• 4 User Color Modes 
• Vandal Proof / IP66   • RS-485 
• DC 12V / AC 24V 
• Ø 165 x 100.3 mm 
• 840 g

L5323
| Dome Camera |

6mm CCD High Resolution Plastic Dome Camera
650 TVL, WDR, ICR Day & Night

Features

• 2.8 ~ 10 mm Vari-focal / 1.3 Mega Lens, F1.2 
• 520k / 610k Pixel(NTSC / PAL) 
• 650TV Lines 
• Min. Illumination : 
   - Color : 0.0003 Lux @ Sens-up Auto, F1.2 
   - B/W : 0.00003 Lux @ Sens-up Auto, F1.2 
• 3D-DNR   • WDR 
• ICR Day & Night 
• 12 Privacy Zone Masking 
• Motion Detection  
• Electronic Image Stabilization (EIS) 
• 4 User Color Modes 
• RS-485   • DC 12V / AC 24V 
• Ø 148 x 96 mm 
• 450 g

L6104
| Dome Camera |

6mm Vandal Proof Mini Dome Camera
3.6mm Fixed Lens, WDR

Features

• 6mm (1/3 Type) Double Interline CCD
• 3.6 mm Fixed Lens (Option = 2.5/6 mm)
• 540TV Lines
• Min. Illumination : 0.1 Lux @ Sens-up Off, F1.2
• WDR
• Digital Day & Night
• 4 Privacy Zones Masking
• Vandal Proof / IP66
• 3-Axis Mechanism
• ø(60 + 92) x 65 mm
• 430 g

L2304
| Dome Camera |

6mm CCD High Resolution Mini Dome Camera
650TVL, Digital Day & Night

Features

• 6 mm (1/3 Type) Super HAD II CCD 
• 3 mm Fixed Lens 
• 520k / 610k Pixel (NTSC / PAL) 
• 650TV Lines 
• Min. Illumination : 0.1 Lux @ F1.2 
• 2D-DNR 
• Digital Day & Night 
• Privacy Zone Masking 
• Motion Detection 
• DC 12V  
• Ø 88 x 67.5 mm
• 165 g 
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Analog Camera

Features

• 4.5 mm (1/4 Type) Super HAD II CCD 
• x28 Zoom (F 1.5 ~ 3.7, f =3.5 ~ 98 mm) 
• 600TV Lines 
• Minimum Illumination :  
   - Color : 0.003 Lux @ Sens-up x128 
   - B/W : 0.00001 Lux @ Sens-up x128 
• 3D-DNR   • WDR 
• ICR Day & Night 
• Panning Range & Speed : 0˚~360 ,̊ Max 500˚/Sec 
• Tilting Range & Speed : 0˚~180 ,̊ Max 500˚/Sec 
• RS-485, Coaxial Communication 
• 8 Privacy Zone Masking 
• 256 Preset / 256 IDs  
 • AC 24V 
• Ø 205.8 x 247.4 mm 
• 2.4 kg 

LCP2850I
| PTZ Dome Camera |

Features

• 4.5 mm (1/4 Type) Super HAD II CCD 
• x28 Zoom (F 1.5 ~ 3.7, f =3.5 ~ 98 mm) 
• 600TV Lines 
• Minimum Illumination :  
   - Color : 0.003 Lux @ Sens-up x128 
   - B/W : 0.00001 Lux @ Sens-up x128 
• 3D-DNR   • WDR 
• ICR Day & Night 
• Panning Range & Speed : 0˚~360 ,̊ Max 500˚/Sec 
• Tilting Range & Speed : 0˚~180 ,̊ Max 500˚/Sec 
• RS-485, Coaxial Communication 
• 8 Privacy Zone Masking 
• 256 Preset / 256 IDs 
• Vandal Proof / IP66    • AC 24V 
• Ø 234.6 x 269.9 mm 
• 4.07 kg

LCP2850
| PTZ Dome Camera |

x28 High Speed PTZ Dome Camera
600TVL, Vandal Proof, IP66

x28 High Speed PTZ Dome Camera
600TVL, Indoor

Features

• 4.5 mm (1/4 Type) Super HAD II CCD 
• x37 Zoom (F 1.5 ~ 4.1, f =3.5 ~ 129.5 mm) 
• 600TV Lines 
• Minimum Illumination :  
   - Color : 0.003 Lux @ Sens-up x128 
   - B/W : 0.00001 Lux @ Sens-up x128 
• 3D-DNR   • WDR 
• ICR Day & Night 
• Panning Range & Speed : 0˚~360 ,̊ Max 500˚/Sec 
• Tilting Range & Speed : 0˚~180 ,̊ Max 500˚/Sec 
• RS-485, Coaxial communication 
• 8 Privacy Zone Masking 
• 256 Preset / 256 IDs 
• Vandal Proof / IP66 
• AC 24V 
• Ø 234.6 x 269.9 mm 
• 4.07 kg

LCP3750
| PTZ Dome Camera |

Features

• 4.5 mm (1/4 Type) Super HAD II CCD 
• x37 Zoom (F 1.5 ~ 4.1, f =3.5 ~ 129.5 mm) 
• 600TV Lines 
• Minimum Illumination :  
   - Color : 0.003 Lux @ Sens-up x128 
   - B/W : 0.00001 Lux @ Sens-up x128 
• 3D-DNR   • WDR 
• ICR Day & Night   • Auto tracking  
• Panning Range & Speed : 0˚~360 ,̊ Max 500˚/Sec 
• Tilting Range & Speed : 0˚~180 ,̊ Max 500˚/Sec 
• RS-485, Coaxial communication 
• 8 Privacy Zone Masking 
• 256 Preset / 256 IDs 
• Vandal Proof / IP66 
• AC 24V 
• Ø 234.6 x 269.9 mm 
• 4.17 kg

LCP3750T
| PTZ Dome Camera |

x37 High Speed PTZ Dome Camera
600TVL, Auto Tracking, Vandal Proof, IP66

x37 High Speed PTZ Dome Camera
600TVL, Vandal Proof, IP66

LCP2840ILCP2840
| PTZ Dome Camera || PTZ Dome Camera |

x28 PTZ Dome Camera
600TVL, Vandal Proof, IP66

x28 PTZ Dome Camera
600TVL, Indoor

Features

• 4.5 mm (1/4 Type) Super HAD II CCD 
• x28 Zoom (F 1.5 ~ 3.7, f =3.5 ~ 98 mm) 
• 600TV Lines 
• Minimum Illumination :  
   - Color : 0.003 Lux @ Sens-up x128 
   - B/W : 0.00001 Lux @ Sens-up x128 
• 3D-DNR   • WDR 
• ICR Day & Night 
• Panning Range & Speed : 0˚~350 ,̊ Max 120˚/Sec 
• Tilting Range & Speed : 0˚~180 ,̊ Max 120˚/Sec 
• RS-485   • 8 Privacy Zone Masking 
• 128 Preset / 256 IDs 
• Vandal Proof / IP66  
• DC 12V 
• Ø 174 x 167.3 mm 
• 2.9 kg

Features

• 4.5 mm (1/4 Type) Super HAD II CCD 
• x28 Zoom (F 1.5 ~ 3.7, f =3.5 ~ 98 mm) 
• 600TV Lines 
• Minimum Illumination :  
   - Color : 0.003 Lux @ Sens-up x128 
   - B/W : 0.00001 Lux @ Sens-up x128 
• 3D-DNR   • WDR
• ICR Day & Night 
• Panning Range & Speed : 0˚~350 ,̊ Max 120˚/Sec 
• Tilting Range & Speed : 0˚~180 ,̊ Max 120˚/Sec 
• RS-485   
• 8 Privacy Zone Masking 
• 128 Preset / 256 IDs 
• DC 12V 
• Ø 174 x 167.3 mm 
• 1.5 kg

L9322
| PTZ Dome Camera |

x12 High Speed PTZ Dome Camera
600TVL, Indoor

Features

• 4.5 mm (1/4 Type) Super HAD II CCD 
• x12 Zoom (F 1.6 ~ 2.7, f =3.8 ~ 45.6 mm) 
• 600TV Lines 
• Min. Illumination :  
   - Color : 0.003 Lux @ Sens-up x128 
   - B/W : 0.00001 Lux @ Sens-up x128  
• 3D-DNR   • WDR   
• ICR Day & Night 
• Panning Range & Speed : 0˚~360 ,̊ Max 500˚/Sec 
• Tilting Range & Speed : 0˚~90 ,̊ Max 500˚/Sec 
• 8 Privacy Zone Masking   
• 128 Preset 
• AC 24V / DC 12V 
• Ø 150 x 143 mm 
• 860 g
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Analog Camera

Features

• 6 mm (1/3 Type) Super HAD CCD II 
• 3.6 mm Fixed Lens, F2.0 
• IR LED : 20m, 24ea 
• 650TVL @ Color / 700TVL @ B/W 
• Min. illumination 
  - Color : 0.1 Lux 
  - B/W : 0 Lux (IR LED ON) 
• 2D DNR 
• Day & Night : Auto (Photo Sensor) 
• IP66 
• DC 12V

LCV1100R
| IR Camera |

Features

• 6 mm (1/3 Type) Exview HAD CCD II 
• 2.8 ~ 11 mm Vari-focal Lens, F1.2 
• IR LED : 20m, 8ea 
• 650TVL @ Color / 700TVL @ B/W 
• Minimum Illumination 
   - Color : 0.0001 Lux @ Sens-up x512, F1.2 
   - B/W : 0 Lux (IR LED ON) 
• 2D + 3D DNR 
• ICR Day & Night 
• 14 Privacy Zone Masking 
• Motion Detection (8 Zones) 
• Coaxial Communication 
• IP66 
• DC 12V / AC 24V 
• ø140 X 122 mm 
• 705 g

LCV5300R
| IR Camera |

6mm High Resolution IR Vandal Dome Camera
700TVL(B/W), IR Anti-Saturation

6mm High Resolution IR Vandal Dome Camera
700TVL(B/W), IR Optimizer

LCD5300R
 | IR Camera |

6mm High Resolution IR Plastic Dome Camera
700TVL(B/W), IR Anti-Saturation

Features

• 6 mm (1/3 Type) Exview HAD CCD II 
• 2.8 ~ 11 mm Vari-focal Lens, F1.2 
• IR LED : 20m, 8ea 
• 650TVL @ Color / 700TVL @ B/W 
• Minimum Illumination 
   - Color : 0.0001 Lux @ Sens-up x512, F1.2 
   - B/W : 0 Lux (IR LED ON) 
• 2D + 3D DNR 
• ICR Day & Night 
• 14 Privacy Zone Masking 
• Motion Detection (8 Zones) 
• Coaxial Communication 
• DC 12V / AC 24V 
• ø140 X 96 mm 
• 390 g

LCU5500R
 | IR Camera |

6mm High Resolution IR Bullet Camera
700TVL(B/W), IR Anti-Saturation, WDR

Features

• 6 mm (1/3 Type) Super HAD CCD II 
• 2.8 ~ 11 mm Vari-focal Lens, F1.2 
• IR LED : 50 m, 32 ea 
• 650TVL @ Color / 700TVL @ B/W 
• Minimum Illumination 
   - Color : 0.0001 Lux @ Sens-up x512, F1.2 
   - B/W : 0 Lux (IR LED ON) 
• 2D + 3D DNR
• WDR 
• ICR Day & Night 
• 14 Privacy Zone Masking 
• Motion Detection (8 Zones) 
• RS-485, Coaxial Communication (BN/BP) 
• IP66   • DC 12V / AC 24V (BN/BP) 
• 84(W) x 83.5(H) x 320(D) mm 
• 1.3 kg

LCU3100R
 | IR Camera |

Features

• 6 mm (1/3 Type) Super HAD CCD II 
• 4 mm Fixed Lens, F1.9 
• IR LED : 20 m, 24 ea 
• 650TVL @ Color / 700TVL @ B/W 
• Min. illumination 
   - Color : 0.1 Lux 
   - B/W : 0 Lux (IR LED ON 
• 2D DNR 
• Day & Night : Auto (Photo Sensor) 
• IP66 
• DC 12V

6mm High Resolution IR Bullet Camera
700TVL(B/W), IR Optimizer

LCU5300R
 | IR Camera |

Features

• 6 mm (1/3 Type) Exview HAD CCD II 
• 2.8~11 mm Vari-focal Lens, F1.2 
• IR LED : 50 m, 32 ea 
• 650TVL @ Color / 700TVL @ B/W 
• Minimum Illumination 
   - Color : 0.0001 Lux @ Sens-up x512, F1.2 
   - B/W : 0 Lux (IR LED ON) 
• 2D + 3D DNR 
• ICR Day & Night 
• 14 Privacy Zone Masking 
• Motion Detection (8 Zones) 
• RS-485, Coaxial Communication (BN/BP) 
• IP66   • DC 12V / AC 24V (BN/BP) 
• 84(W) x 83.5(H) x 320(D) mm 
• 1.3 kg

6mm High Resolution IR Bullet Camera
700TVL(B/W), IR Anti-Saturation
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Analog Camera

Security Line up Chart

LG Digital video recorder, based on excellent reliability and user-friendly GUI, performs 4CIF 
(704 x 480) High Resolution recording in real time, as it provides diverse convenience of 
video management tools to customers. This video recorder can simultaneously perform 
live monitoring, recording, replaying, backup, and networking which further enhance user 
operation and convenience. 

dIGTAL VIDEO 
RECORDER Features

• 4.5 mm (1/4 Type) Super HAD II CCD 
• x28 Zoom (F 1.5 ~ 3.7, f =3.5 ~ 98 mm) 
• 520k / 610k Pixels (NTSC / PAL) 
• 600TV Lines 
• Minimum Illumination :  
   - Color : 0.003 Lux @ Sens-up x128 
   - B/W : 0.00001 Lux @ Sens-up x128  
• 3D-DNR 
• WDR 
• ICR Day & Night 
• 8 Privacy Zone Masking 
• RS-485 
• DC 12V 
• 57(H) x 69(V) x 109(D) mm 
• 420 g

LCZ2850
| Zoom Camera |

Features

• 4.5 mm (1/4 Type) Super HAD II CCD 
• x37 Zoom (F 1.5 ~ 4.1, f =3.5 ~ 129.5 mm) 
• 520k / 610k Pixels (NTSC / PAL) 
• 600TV Lines 
• Minimum Illumination :  
   - Color : 0.003 Lux @ Sens-up x128 
   - B/W : 0.00001 Lux @ Sens-up x128  
• 3D-DNR 
• WDR 
• ICR Day & Night 
• 8 Privacy Zone Masking 
• RS-485 
• DC 12V 
• 64(H) x 78.6(V) x 118.2(D) mm 
• 520 g

LCZ3750
| Zoom Camera |

x37 Zoom Camera
600TVL

x28 Zoom Camera
600TVL
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Digital video recorder

Features

• IP Video Input Processing(Max 24ch)
• Small Files Sizes by H.264 Compression
• Real-Time Recording @ 4CIF
• 2-Way Audio Support
• Multi-Languages Selectable
• Time and Date Sync from NTP Server
• �Multiplex (Live/Playback, Recording, 
Backup, Networking)

• Automatic Backup by Schedule
• Health Check (HDD)
• e-SATA for Quick and Easy Archiving
• Dynamic IP Support for DDNS / DHCP
• ATM / POS Linkage

24Ch Megapixel NVR 
1,902 x 1,080 Display

Features

• �Hybrid Video Input Processing 		
- Basic : Analog 8CH + IP 8CH/4CIF

  - Min.Analog Input : 4ea
  - IP Input : (Min)8CH/4CIF, (Max)12CH/4CIF
• Max. Resolution : Up-to 3Megapixel
• �Small Files Sizes by H.264 Compression
• �Various Recording Resolutions 		
(4CIF, 2CIF, CIF)

• �Real-Time Recording @ 4CIF
• �2-Way Audio Support
• �Multi-Languages Selectable
• �Time and Date Sync from NTP Server
• �Multiplex (Live/Playback, Recording, 	
Backup, Networking)

• �Automatic Backup by Schedule
• �Health Check (HDD)
• e-SATA for Quick and Easy Archiving
• �Dynamic IP Support for DDNS / DHCP
• �ATM / POS Linkage

Megapixel Hybrid DVR 
1,902 x 1,080 Display

Features

• �Hybrid Video Input Processing 			 
- Basic : Analog 16CH + IP 8CH/4CIF

  - Min.Analog Input : 8ea
  - IP Input : (Min)8CH/4CIF, (Max)16CH/4CIF
• Max. Resolution : Up-to 3Megapixel
• �Small Files Sizes by H.264 Compression
• �Various Recording Resolutions (4CIF, 2CIF, CIF)
• �Real-Time Recording @ 4CIF
• �2-Way Audio Support
• �Multi-Languages Selectable
• �Time and Date Sync from NTP Server
• �Multiplex (Live/Playback, Recording, 	
Backup, Networking)

• �Automatic Backup by Schedule
• �Health Check (HDD)
• e-SATA for Quick and Easy Archiving
• �Dynamic IP Support for DDNS / DHCP
• �ATM / POS Linkage

Megapixel Hybrid DVR
1,902 x 1,080 Display

LRN8240D
| NVR 24CH |

LRH7160D
| DVR 24ch |

LRH7080D
| DVR 16CH |

Features

• �Hybrid Video Input Processing 		
(IP Camera 2ch Support)

• �Small Files Sizes by H.264 Compression
• �Various Recording Resolutions  		
(4CIF, 2CIF, CIF)

• �Real-Time Recording @ 4CIF
• �2-Way Audio Support
• �Multi-Languages Selectable
• �Time and Date Sync from NTP Server
• �Multiplex (Live/Playback, Recording, 
Backup, Networking)

• �Automatic Backup by Schedule
• �Health Check (HDD, FAN)
• e-SATA for Quick and Easy Archiving
• �Dynamic IP Support for DDNS / DHCP
• �ATM / POS Linkage
• �Time and Date Sync from NTP Server

LE5008D
| DVR 8ch |

IP 2CH / Analog 8CH Hybrid DVR 
H.264, 4CIF Real Time

Features

• �Hybrid Video Input Processing 		
(IP Camera 2ch Support)

• Small Files Sizes by H.264 Compression 
• �Various Recording Resolutions  		
(4CIF, 2CIF, CIF)

• Real-Time Recording @ 4CIF 
• 2-Way Audio Support 
• Multi-Languages Selectable 
• Time and Date Sync from NTP Server 
• �Multiplex (Live/Playback, Recording, 
Backup, Networking)

• Automatic Backup by Schedule 
• Health Check (HDD, FAN) 
• e-SATA for Quick and Easy Archiving 
• Dynamic IP Support for DDNS / DHCP 
• ATM / POS Linkage

LE5016D
| DVR 16ch |

IP 2CH / Analog 16CH Hybrid DVR 
H.264, 4CIF Real Time

Features

• �Hybrid Video Input Processing 		
(IP Camera 2ch Support)

• Small Files Sizes by H.264 Compression 
• �Various Recording Resolutions  		
(4CIF, 2CIF, CIF)

• Real-Time Recording @ CIF  
• 2-Way Audio Support 
• Multi-Languages Selectable 
• Time and Date Sync from NTP Server 
• �Multiplex (Live/Playback, Recording, 	
Backup, Networking)

• Automatic Backup by Schedule 
• Health Check (HDD, FAN) 
• e-SATA for Quick and Easy Archiving 
• Dynamic IP Support for DDNS / DHCP 
• ATM / POS Linkage

IP 2CH / Analog 16CH Hybrid DVR 
H.264, CIF Real Time

LE4016D
| DVR 16CH |

Features

• �Hybrid Video Input Processing 		
(IP Camera 2ch Support)

• �Small Files Sizes by H.264 Compression
• �Various Recording Resolutions  		
(4CIF, 2CIF, CIF)

• �Real-Time Recording @ CIF 
• �2-Way Audio Support
• �Multi-Languages Selectable
• �Time and Date Sync from NTP Server
• �Multiplex (Live/Playback, Recording, 
Backup, Networking)

• �Automatic Backup by Schedule
• �Health Check (HDD, FAN)
• e-SATA for Quick and Easy Archiving
• �Dynamic IP Support for DDNS / DHCP
• �ATM / POS Linkage
• �Time and Date Sync from NTP Server

LE4008D
| DVR 8ch |

IP 2CH / Analog 8CH Hybrid DVR 
H.264, CIF Real Time
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Digital video recorder

Features

• Stable embedded Linux operating system 
• Small Files Sizes by H.264 Compression 
• �Various Recording Resolutions 		
(4CIF, 2CIF, CIF)

• Real-Time Recording @ CIF 
• Event Data Protection by Event Partition 
• Recording 
• Pre-Alarm Recording (Up to 1 minute) 
• Automatic Backup by Schedule 
• �Multiplex (Live/Playback, Recording, 	
Backup, Networking)

• Time and Date Sync from NTP Server 
• Internal ODD

Analog 4CH DVR
H.264, CIF Real Time

LE2104D
| DVR 4CH |

Features

• �Stable Embedded Linux Operating System
• �Small Files Sizes by H.264 Compression
• �Various Recording Resolutions  		
(4CIF, 2CIF, CIF)

• �Real-Time Recording @ CIF
• �Event Data Protection by Event 		
Partition Recording

• �Pre-Alarm Recording (Up to 1 minute)
• �Automatic Backup by Schedule
• �Multiplex (Live/Playback, Recording, 
Backup, Networking)

• �Time and Date Sync from NTP Server

LE2104
| DVR 4CH |

Analog 4CH DVR
H.264, CIF Real Time

Features

• Max 8CH Analog Video Input 
• Small Files Sizes by H.264 Compression 
• �Various Recording Resolutions (4CIF, 2CIF, CIF)
• Real-Time Recording @ CIF 
• 2-Way Audio Support 
• Multi-Languages Selectable 
• Time and Date Sync from NTP Server 
• �Multiplex (Live/Playback, Recording, 	
Backup, Networking)

• Automatic Backup by Schedule 
• Health Check (HDD) 
• e-SATA for Quick and Easy Archiving 
• Dynamic IP Support for DDNS / DHCP 
• ATM / POS Linkage 

LRD5080N
| DVR 8ch |

Analog 8Ch, 4CIF Real-time DVR.
1,902 x 1,080 Display

Features

• Max 16CH Analog Video Input
• Small Files Sizes by H.264 Compression
• �Various Recording Resolutions 		
(4CIF, 2CIF, CIF)

• Real-Time Recording @ CIF
• 2-Way Audio Support
• Multi-Languages Selectable 
• Time and Date Sync from NTP Server 
• �Multiplex (Live/Playback, Recording, 
Backup, Networking)

• Automatic Backup by Schedule 
• Health Check (HDD) 
• e-SATA for Quick and Easy Archiving 
• Dynamic IP Support for DDNS / DHCP 
• ATM / POS Linkage 

LRD5160N
| DVR 16CH |

Analog 16Ch, 4CIF Real-time DVR
1,902 x 1,080 Display
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LG Security monitor has three LCD monitor types used in the CCTV system 
that provide diverse input support suitable for various security systems.

Monitor

Monitor

Features

• 56cm (22 Type) TFT LCD
• Max. Resolution : 1,680 x 1,050
• Wide Viewing Angle (LR / LT) : 160º / 160º
• 5ms of Quick Response Speed
• 515.7(H) x 418(V) x 209.4(D) mm
• 4.65 kg

Features

• 48cm (19 Type) TFT LCD
• Max. Resolution : 1,280 x 1,024
• Wide Viewing Angle (LR / LT) : 170º / 160º
• 5ms of Quick Response Speed
• 406.3(H) x 419.9(V) x 184.8(D) mm 
• 3.4 kg

LSM2200 LSM1900
| Monitor | | Monitor |

56cm (22 Type) LCD Monitor 48cm (19 Type) LCD Monitor
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The practical design and excellent quality of LG bracket further enhance 
its convenient and safe installation.

Accessory

Co  n t e n t s

braket _ 030

System Controller  _ 032

Bracket 

Applicable Model 

• �LCV5500
• �LCV5300
• �LCV5100
• �LCD5500
• �LCD5300
• �LCD5100
• �LCV5300R
• �LCD5300R
• �LNV5100
• �LND5100
• �LND3100
• �L9322

LFL1300
| Bracket |

Dome Adaptor

Applicable Model 

• �LCP2850
• �LCP3750
• �LCP3750T
• �LNP2800
• �LNP3700T
• �LW9424
• �LW9422
• �LNP2810T
• �LNP2810
• �LFL1300     

Dome & PTZ Wall

LBK1000W
| Bracket |

LNV5100
| IP Dome Camera |

LBK1000P
| Bracket |

Dome & PTZ Pendant

Applicable Model 

• �LCP2850
• �LCP3750
• �LCP3750T
• �LNP2800
• �LNP3700T
• �LW9424
• �LW9422
• �LNP2810T
• �LNP2810
• �LFL1300     

LBK1100R
| Bracket |

Dome & PTZ Parapet

Applicable Model 

• �LCP2850
• �LCP3750
• �LCP3750T
• �LNP2800
• �LNP3700T
• �LW9424
• �LW9422
• �LNP2810T
• �LNP2810
• �LFL1300     
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Bracket 

Applicable Model 

• �LW9422
• �LNP2810T
• �LNP2810
• �LCP2850I
• �LNP2800I

LBK1000C
| Bracket |

Dome & PTZ Flush

LNV5100
| IP Dome Camera |

LSO-100PA
| Bracket |

PTZ Pendant Mount Bracket

Applicable Model 

• �LCP2840

LSO-100WA
| Bracket |

PTZ Wall Mount Bracket

Applicable Model 

• �LCP2840

Features

• �Compatible with PTZ domes and 	
Zoom cameras and DVRs 

• User-friendly Graphic & User Interface
• 128 Preset Positions
• 8 Privacy Zones Masking
• Ergonomics Design
• Easy Firmware Upgrade
• Up to 16 controllers can be connected together
• Home Positioning

PTZ Controller

LKD1000 
| System Controller |

Controller
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Bracket configuration

 PTZ Camera

Image

Model
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